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ADVENTURER TWO
           Trained to perfection.

It’s not every day that a new crew member 

shows up knowing exactly what to do. 

Available with fi ve different cargo 

confi gurations, durable and fl exible 

body panels, a number of low-

maintenance features, and plenty 

of power, this hardworking 

vehicle is fully loaded. The 

minute it rolls onto your 

grounds, it’s ready to haul 

anything—including its 

own weight. 

2" hitch receiver
Designed with versatility 
in mind, the standard 
2" hitch receiver 
accommodates a wide 
variety of pull-behind 
accessories.

4-wheel brakes
Self-adjusting drum 
brakes on all four wheels 
give you the stopping 
power you need.

Dependable 357F engine
Our tough, reliable, low-
emission 357cc engine 
produces 11.4 hp of muscle. 
And thanks to a splash-style 
positive lubrication system, 
we’ve eliminated the need for 
an oil pump and oil fi lters.

Van Box

Because the Adventurer Two is versatile enough to take on any job, it’s available with fi ve cargo box confi gurations.

Standard Cargo Box Flat Bed with stake side 
Aluminum Cargo Box 
(available with or without tool box)

Flat Bed with high stake sides shown 



Whether you’re replacing water 

heaters, or setting up for the day’s 

big event, this extra-large hauler 

will lighten your load. With durable, 

low-maintenance engineering, and a 

super-sized aluminum cargo bed, it’ll 

save you more than a few trips, not 

to mention headaches.

Dependable 357F engine
Our tough, reliable, low-
emission 357cc engine 
produces 11.4 hp of muscle. 
And thanks to a splash-style 
positive lubrication system, 
we’ve eliminated the need for 
an oil pump and oil fi lters.

2" hitch receiver
Designed with versatility in 
mind, the standard 2" hitch 
receiver accommodates a 
wide variety of pull-behind 
accessories.

Whether you’re replacing water 

heaters, or setting up for the day’s 

big event, this extra-large hauler 

will lighten your load. With durable, 

low-maintenance engineering, and a 

super-sized aluminum cargo bed, it’ll 

save you more than a few trips, not 

to mention headaches.

ADVENTURER SUPER HAULER
          The workhorse of your workforce.

EFI or AC
Choice is one of Yamaha’s 
greatest options. Whether 
you choose EFI or the AC 
model, rest assured you’ll be 
getting excellent power and 
reliability.



Don’t let that comfortable seating and sporty 

design fool you. The Adventurer Sport may play 

nice, but as soon as your guys need to take on a 

tough job, it’s right there in the trenches. 

Fully equipped with a number of standard 

features like the tilting dump bed, 300 pound 

payload capacity, and 3 inch lift kit, it’s a 

low maintenance jack-of-all-trades that 

every crew wants on their team.

ADVENTURER SPORT
ADVENTURER SPORT 2+2

   When work is your game plan.

3" lift kit
This new addition to 
Yamaha's Tru Trak™ II 
automotive-style 
suspension not only 
looks sportier, but allows 
for mounting larger 
wheels, and improves 
ground clearance. 

Headlights & taillights
If the sun goes down 
before the work is 
done, no worries. The 
Adventurer Sport 
comes standard with 
halogen headlights and 
taillights to ensure the 
job gets done.

Front brush guard
Made of 3/16" steel, 
1" round tubing, and 
1-1/2" round tubing. 
Powder-coated for 
protection.

Utility dump bed
With a 7.8 cubic foot, 
300 lb. payload capacity, 
pneumatic-assist tilting, 
fold & lock tailgate, and 
rotomolded linear 
polyethylene construction, 
this is where the hard work 
gets done.

Fender fl ares
These sleek and stylish 
fender fl ares not only 
look great, but protect 
you, your passengers, 
and your car from 
fl ying debris.

Tru-Trak II™ fully independent 
front suspension
We designed a maintenance-
free suspension using 
automotive-style, coil-over-
shock struts to minimize roll, 
and deliver a smooth, 
comfortable ride. 



Automotive style dash
Four cup holders; center 
storage area for wallets, 
cell phones, and personal 
items; six ball holders; 
six tee holders; and big, 
easy-to-clean storage 
compartments on each 
side. You may accidentally 
drive it home.

Mid-body seat storage
Conveniently located 
under the front seat (gas 
car only), extra storage 
space is close at hand.

Rear seat grab handle
This rugged, powder- 
coated steel handle 
provides additional 
security and comfort for 
rear seat passengers.

Side refl ectors
Refl ex refl ectors on the 
front and rear make The 
Drive® Concierge easily 
visible from any direction 
for maximum safety.

Largest, most comfortable 
seat in the industry
Made of pure supple foam 
bonded to a durable seamless 
vinyl-backed cover. The 
polypropylene seat base 
won’t sag, rot, or warp 
despite daily abuse and 
repeated washings.

EFI or AC
Yamaha makes it easy to choose 
between gas or electric with two 
premium choices. Both provide 
plenty of power to get around 
in the quietest, smoothest way 
possible.

CONCIERGE
  Make every mile feel like 
   the extra one.

Whether picking up VIPs at a private 

airport, or escorting guests on a 

factory tour, our four- and six-seat 

Concierge models will impress 

even the most discerning 

passengers. With a smooth, 

quiet ride, and the widest, 

most comfortable seats 

in the industry, these 

vehicles provide a truly 

fi rst-class experience.



SECURITY CAR
  The only backup 
        you’ll ever need.

Anything can happen when you 

have an entire property under your 

care. Which makes it all the more 

reassuring to know that at least 

your security vehicles are 

predictable and reliable. With 

special security features and 

low maintenance costs, 

they’re a smart investment

in safety. If you want to 

protect and serve, 

this is one patrol in 

total control.

Cargo box
Whatever the job 
calls for, this 4.6 cubic 
foot rotomolded 
polyethylene cargo box 
with its 250 lb. payload 
capacity can handle it.

Fan/Heater combo
Featuring three adjustable 
vents, a Hi/Low switch for 
heat and fan, an AUX switch 
for control of optional 
accessories, and dual 
dome lights for added 
convenience and improved 
interior visibility during 
evening and night use.

Hinged windshield
Durable and scratch 
resistant, our clear 
folding windshield 
features a contoured 
bottom designed to 
hug the front of the 
vehicle and keep the 
elements out.

RAM® Spotlight
Features a 70,000 candle 
power sealed-beam bulb in 
a durable, weather-resistant 
rubber housing. Includes 
the deluxe RAM® mounting 
system, 10' coiled cable and 
a 12 volt receptacle plug.

Security strobe light
Our Security strobe light meets 
SAE Class 1 and California 13 
requirements, is o-ring sealed for 
water resistance, and comes 
standard with Torus LED lights 
that have 21 fl ash patterns, and 
low amp draw. Available in 
Amber, Blue, Red, and Blue/Red 
Combination.

Cabin & occupant space
Designed to provide 
optimum comfort and 
ease of use for drivers 
of different sizes. Swing 
open doors allow for a 
large window of entry 
and exit. The spacious 
cabin provides plenty of 
legroom and headroom.



ONYX 
METALLIC

MOONSTONE 
METALLIC

JASPER 
METALLIC

SECURITYADVENTURER SPORT ADVENTURER SPORT 2+2 CONCIERGE 4 
SPECIFICATIONS

ADVENTURER TWO ADVENTURER SUPER HAULER

Specifi cations subject to change without notice.

SPECIFICATIONS
ADVENTURER TWOADVENTURER TWO

ELECTRIC

ADVENTURER ONE

AVAILABLE COLORS: (Some may be Model-specifi c. Please see your Representative for details).

GLACIER TANZANITE SUNSTONETORTUGA/
EMERALD

SANDSTONE 
METALLIC

GARNET

Specifi cations subject to change without notice.Specifi cations subject to change without notice.

D
IM

E
N

SI
O

N
S

OVERALL LENGTHOVERALL LENGTH 2660 mm (104.7 in)2660 mm (104.7 in) 2922 mm (115 in)2922 mm (115 in) 3632 mm (143 in)

OVERALL WIDTH 1243 mm (48.9 in) 1243 mm (48.9 in) 1346 mm (53 in)

OVERALL HEIGHT (with suntop) N/A 1924 mm (75.75 in) 1826 mm (71.9 in)

OVERALL HEIGHT (without suntop) 1198 mm (47.2 in) 1200 mm (47.2 in) N/A

WHEELBASE 1637 mm (64.4 in) 1917 mm (75.5 in) 2492 mm (98.1 in)

FRONT WHEEL TREAD 883 mm (34.7 in) 990 mm (39 in) 870 mm (34.3 in)

REAR WHEEL TREAD 980 mm (38.6 in) 980 mm (38.6 in 980 mm (38.6 in)

MINIMUM GROUND CLEARANCE 116 mm (4.6 in) 115 mm (4.5 in) 148 mm (5.8 in)

FLOOR BOARD HEIGHT 310 mm (12.2 in) 300 mm (11.8 in) 342 mm (13.5 in)
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MOTOR Hitachi 48-volt high-effi ciency, shunt wound motor with internal solid state tachometer

OUTPUT RATING 5.0 kW (6.7 hp) for 60 minutes

MOTOR CONTROL UNIT NEOS 350 amp AC by TOYOTA Industrial Corporation

BATTERIES Standard: Six 8-volt Trojan T-875 
Optional: Eight 6-volt T-105 Eight 6-volt T-105 Standard: Six 8-volt Trojan T-875 

Optional: Eight 6-volt Trojan T-105 

CHARGER YAMAHA-built automatic microprocessor-based high frequency switching regulated charger
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FRAME
HybriCore™ Chassis features a robotically welded automotive ladder-style frame mated to a polypropylene structural fl oor. 
Frame components are protected with a multi-step phosphate treatment, electro-deposition epoxy-based coating, and an 
electrostatically applied polyester/urethane powder topcoat

BODY Custom-formulated thermoplastic olefi n and the front is painted with a two-part 
top coat of high-luster automotive-grade polyurethane

Front: Custom-formulated thermoplastic 
olefi n painted with a two-part top 
coat of high-luster automotive-grade 
polyurethane. 
Rear: Powder coat aluminum.

STEERING Self-compensating single reduction helical rack-and-pinion, permanently lubricated with sealed, greaseless tie-rod ends

FRONT SUSPENSION Tru-Trak II™ fully independent automotive-style strut suspension

REAR SUSPENSION Unit swing arm with coil springs over hydraulic shock absorbers

BRAKES Self-adjusting mechanical rear drum Self-adjusting, mechanical 4 wheel drum Self-adjusting mechanical rear drum

SEATING
Seamless, fabric-backed vinyl bonded to pure, virgin foam contoured seat cushions 
and matted to a warp and moisture-resistant polypropylene bottom strengthened 
with plated steel inserts

Supportive and comfortable bucket seats 
are made of foam in place polyurethane 
foam bonded to a durable vinyl cover

BUMPERS Front and rear 5 mph energy-absorbing bumpers
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CE MAX FORWARD SPEED 27 km/h (17 mph) 31 km/h (19.0 mph) 31 km/h (19 mph)*

MAX REVERSE SPEED 16.1 km/h (6 mph) 8.1 km/h (6 mph) 16.1 km/h (6 mph)

MINIMUM TURNING RADIUS 3.2 m (10.5 ft) 3 m (10.8 ft) 4.56 m (15 ft)
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DRY WEIGHT
319 kg (703.3 lbs) 
w/o suntop and batteries
490 kg (1080 lbs) w/ Trojan T-875 batteries

376 kg (827.8 lbs) w/o batteries
596 kg (1312.8 lbs) 
w/ 8 - 6 Volt T-105 batteries

372 kg (820 lbs) w/o batteries
544 kg (1199 lbs) w/ Trojan T-875 batteries

CARGO BED CAPACITY 136 kg (300 lbs) 363 kg (800 lbs) 363 kg (800 lbs)

TOWING CAPACITY
Rolling Weight: 500 lbs
Towing Weight: 100 lbs

Rolling Weight: 1000 lbs
Towing Weight: 150 lbs

Rolling Weight: 500 lbs

TIRE SIZE 18 x 18.5 - 8 (4-ply rated) Front: 18 x 8.5 - 8 (4-ply rated)
Rear: 18 x 8.5 - 8 (6-ply rated) 205/65-10 DOT (4-ply rated)

SEATING CAPACITY 2 persons

AVAILABLE MODEL COLORS
Standard: Tortuga  Optional: Glacier, 
Tanzanite, Onyx Metallic, Moonstone 
Metallic, Sandstone Metallic

Standard: Tortuga  Optional:Glacier, 
Garnet, Tanzanite, Onyx Metallic, 
Moonstone Metallic, Jasper Metallic

Glacier

AVAILABLE SEAT COLOR Stone Standard: Black Optional: Stone

AVAILABLE SUNTOP COLOR Black Black

WARRANTY Standard 2-year limited vehicle warranty

* Optional: 31 km/h (19 mph) with speed kit 
(only available with standard Hitachi motor 
and Yamaha built 270 amp motor control unit)

2726 mm (107.3 in) 2765 mm (108.9 in) 3250 mm (128 in) 2921 mm (115 in)

1296 mm (51 in) 1294 mm (50.9 in) 1200 mm (47.2 in) 1397 mm (55 in)

1844 mm (72.6 in) 1844 mm (72.6 in) 1910 mm (75.2 in) 1892 mm (74.5 in)

1245 mm (49 in) 1245 mm (49 in) 1222 mm (48.1 in) N/A

1642 mm (64.6 in) 1642 mm (64.6 in) 2492 mm (98.1 in) 1640 mm (64.6 in)

883 mm (34.7 in) 990 mm (39 in) 870 mm (34.3 in) 870 mm (34.3 in)

980 mm (38.6 in) 980 mm (38.6 in) 980 mm (38.6 in) 980 mm (38.6 in)

171 mm (6.7 in) 171 mm (6.7 in) 148 mm (5.8 in) 116 mm (4.6 in)

365 mm (14.4 in) 365 mm (14.4 in) 342 mm (13.5 in) 310 mm (12.2 in)

Hitachi 48-volt high-effi ciency, shunt wound motor with internal solid state tachometer

5.0 kW (6.7 hp) for 60 minutes

NEOS 350 amp AC by TOYOTA Industrial Corporation

Standard: Six 8-volt Trojan T-875 
Optional: Six 8-volt Trojan Traveler

Standard: Six 8-volt Trojan T-875 
Optional: Eight 6-volt T-105

Standard: Six 8-volt Trojan T-875 
Optional: Six 8-volt Trojan Traveler

YAMAHA-built automatic microprocessor-based high frequency switching regulated charger.

HybriCore™ Chassis features a robotically welded automotive ladder-style frame mated to a polypropylene structural fl oor. Frame 
components are protected with a multi-step phosphate treatment, electro-deposition epoxy-based coating, and an electrostatically applied 
polyester/urethane powder topcoat

Custom-formulated thermoplastic olefi n and the front is painted with a two-part top coat of high-luster automotive-grade polyurethane

Self-compensating double reduction helical rack-and-pinion, permanently lubricated with sealed, greaseless tie-rod ends

Tru-Trak II™ fully independent automotive-style strut suspension

Unit swing arm with coil springs over hydraulic shock absorbers

Self-adjusting, mechanical rear drum

Seamless, fabric-backed vinyl bonded to pure, virgin foam contoured seat cushions and matted to a warp and moisture-resistant polypropylene bottom strengthened with 
plated steel inserts

Front and rear 5 mph energy-absorbing bumpers

24 km/h (15 mph) 31 km/h (19 mph) 27 km/h (17 mph)

16.1 km/h (6.0 mph) 9.7 km/h (6.0 mph) 16.1 km/h (10 mph)

3.1 m (10.3 ft) 4.56 m (15 ft) 3.2 m (10.5 ft)

316 kg (697 lbs) 
w/o suntop and batteries
490 kg (1080 lbs) w/ Trojan T-875 batteries

414 kg (913 lbs) 
w/o suntop and batteries
589 kg (1298 lbs) w/ Trojan T-875 batteries

349 kg (767 lbs) 
w/o suntop and batteries
519 kg (1144 (lbs) w/ Trojan T-875 batteries

373 kg (822 lbs) w/o batteries
547 kg (1206 lbs) w/ Trojan T-875 batteries

136 kg (300 lbs) 91 kg (200 lbs) N/A 113 kg (249 lbs)

N/A

20 x 10 - 8 (4-ply rating) 205/65-10 DOT (4-ply rating) 18 x 8.5 -8 (6-ply rating) 

2 persons 4 persons 2 persons

Standard: Tortuga 
Optional: Tanzanite, Jasper Metallic

Glacier, Sunstone, Emerald, Tanzanite, 
Sandstone Metallic, Moonstone 
Metallic, Jasper Metallic

Glacier, Emerald, Tanzanite, Sandstone 
Metallic, Moonstone Metallic, Onyx 
Metallic, Jasper Metallic

Glacier, Onyx Metallic 
Available Cab Colors: Black Cab with 
White Doors

Stone Standard: Stone  Optional: Black

Black Stone, White, Black Stone, Black

Standard 2-year limited vehicle warranty



GAS

SPECIFICATIONS

Specifi cations subject to change without notice.

2660 mm (104.7 in) 2765 mm (108.9 in) 3250 mm (128 in) 2921 mm (115 in)

1243 mm (48.9 in) 1294 mm (50.9 in) 1200 mm (47.2 in) 1397 mm (55 in)

1773 mm (68.3 in) 1844 mm (72.6 in) 1910 mm (75.2 in) 1892 mm (74.5 in)

1198 mm (47.2 in) 1245 mm (49 in) 1190 mm (46.9 in) N/A

1643 mm (64.7 in) 1642 mm (64.6 in) 2492 mm (98.1 in) 1640 mm (64.6 in)

883 mm (34.7 in) 990 mm (39 in) 870 mm (34.3 in) 870 mm (34.3 in)

980 mm (38.6 in) 980 mm (38.6 in) 980 mm (38.6 in) 980 mm (38.6 in)

112 mm (4.4 in) 171 mm (6.7 in) 110 mm (4.3 in) 109 mm (4.3 in)

365 mm (14.4 in) 365 mm (14.4 in) 342 mm (13.5 in) 310 mm (12.2 in)

Yamaha-built, low-emission single cylinder 60° incline OHV

357 cc

85 x 63 mm

8.5 kW/3500 rpm (11.4 hp)

8.1

Splash-style positive oil lubrication

1 liter, 1000 cc (1 U.S. quart)

Two-stage, urethane-foam pre-cleaner and high-capacity pleated paper cartridge

Forced air

Electronic fuel injection

Transistor magneto ignition

Starter / Generator

25.5 Nm / 2500 rpm

HybriCore™ Chassis features a robotically welded automotive ladder-style frame mated to a polypropylene structural fl oor. Frame 
components are protected with a multi-step phosphate treatment, electro-deposition epoxy-based coating, and an electrostatically applied 
polyester/urethane powder topcoat

Custom-formulated thermoplastic olefi n and the front is painted with a two-part top coat of high-luster automotive-grade polyurethane

Self-compensating single reduction helical rack-and-pinion, permanently lubricated with sealed, greaseless tie-rod ends

Tru-Trak II™ fully independent automotive-style strut suspension

Unit swing arm with coil springs over hydraulic shock absorbers

Self-adjusting, mechanical rear drum 

Seamless, fabric-backed vinyl bonded to pure, virgin foam contoured seat cushions and matted to a warp and moisture-resistant polypropylene bottom strengthened with 
plated steel inserts

Front and rear 5 mph energy-absorbing bumpers

24 km/h (15.0 mph) 24 km/h (15.0 mph) 31 km/h (19 mph) 27 km/h (17 mph)

16 km/h (10 mph) 16 km/h (13 mph) 16 km/h (13 mph) 16.1 km/h (13 mph)

3.0 m (9.8 ft) 2.8 m (9.2 ft) 4.56 m (15 ft) 3.2 m (10.5 ft)

346 kg (760.6 lbs) w/suntop 411 kg (906.1 lbs) w/suntop 388 kg (855.4 lbs) 376 kg (829 lbs)

136 kg (300 lbs) 91 kg (200 lbs) N/A 113 kg (249 lbs)

N/A

22 liters (5.8 U.S. gal)

20 x 10 - 8 (4-ply rating) 215/60-8 DOT (6 ply rating) 18 x 8.5 - 8 (6-ply rating) 

2 persons 4 persons 2 persons

Standard: Tortuga 
Optional: Tanzanite, Jasper Metallic

Glacier, Onyx Metallic, Moonstone 
Metallic, Jasper Metallic, Larimar Metallic

Glacier, Emerald, Tanzanite, Sandstone 
Metallic, Moonstone Metallic, Onyx 
Metallic, Jasper Metallic

Glacier, Onyx Metallic 
Available Cab Colors: Black Cab with 
White Doors

Stone Standard: Stone  Optional: Black Stone

Black Stone, White, Black Black

Standard 2-year limited vehicle warranty
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OVERALL LENGTH 2660 mm (104.7 in)2660 mm (104.7 in) 2922 mm (115 in)2922 mm (115 in) 3632 mm (143 in)

OVERALL WIDTH 1243 mm (48.9 in) 1243 mm (48.9 in) 1346 mm (53 in)

OVERALL HEIGHT (with suntop) N/A 1924 mm (75.75 in) 1858 mm (73.1 in)

OVERALL HEIGHT (without suntop) 1198 mm (47.2 in) 1200 mm (47.2 in) N/A

WHEELBASE 1637 mm (64.4 in) 1917 mm (75.5 in) 2492 mm (98.1 in)

FRONT WHEEL TREAD 883 mm (34.7 in) 990 mm (39 in) 870 mm (34.3 in)

REAR WHEEL TREAD 980 mm (38.6 in) 980 mm (38.6 in) 980 mm (38.6 in)

MINIMUM GROUND CLEARANCE 112 mm (4.4 in) 115 mm (4.5 in) 148 mm (5.8 in)

FLOOR BOARD HEIGHT 295 mm (11.6 in) 295 mm (11.6 in) 342 mm (13.5 in)
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ENGINE TYPE Yamaha-built, low-emission single cylinder 60° incline OHV

DISPLACEMENT 357 cc

BORE x STROKE 85 x 63 mm

HORSEPOWER 8.5 kW/3500 rpm (11.4 hp)

COMPRESSION RATIO 8:1

LUBRICATION SYSTEM Splash-style positive oil lubrication

OIL CAPACITY 1 liter, 1000 cc (1 U.S. quart)

AIR CLEANER Two-stage, urethane-foam pre-cleaner, and high-capacity pleated paper cartridge

COOLING SYSTEM Forced air

FUEL SYSTEM Electronic Fuel Injection

IGNITION SYSTEM Transistor magneto ignition

STARTING SYSTEM Starter / Generator

MAXIMUM TORQUE 25.5 Nm / 2500 rpm
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FRAME
HybriCore™ Chassis features a robotically welded automotive ladder-style frame mated to a polypropylene structural fl oor. 
Frame components are protected with a multi-step phosphate treatment, electro-deposition epoxy-based coating, and an 
electrostatically applied polyester/urethane powder topcoat

BODY Custom-formulated thermoplastic olefi n and the front is painted with a two-part 
top coat of high-luster automotive-grade polyurethane

Front: Custom-formulated thermoplastic 
olefi n painted with a two-part top 
coat of high-luster automotive-grade 
polyurethane. 
Rear: Powder coat aluminum.

STEERING Self-compensating single reduction helical rack-and-pinion, permanently lubricated with sealed, greaseless tie-rod ends

FRONT SUSPENSION Tru-Trak II™ fully independent automotive-style strut suspension

REAR SUSPENSION Unit swing arm with coil springs over hydraulic shock absorbers

BRAKES Self-adjusting mechanical rear drum Self-adjusting 4-wheel mechanical drum Self-adjusting mechanical rear drum

SEATING
Seamless, fabric-backed vinyl bonded to pure, virgin foam contoured seat cushions 
and matted to a warp and moisture-resistant polypropylene bottom strengthened 
with plated steel inserts

BUMPERS Front and rear 5 mph energy-absorbing bumpers

PE
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CE MAX FORWARD SPEED 24 km/h (15.0 mph) 25 km/h (15.0 mph) 31 km/h (19 mph)*

MAX REVERSE SPEED 16 km/h (10 mph) 16 km/h (10 mph) 16 km/h (13 mph)

MINIMUM TURNING RADIUS 2.8 m (9.2 ft) 3.3 m (10.8 ft) 4.56 m (15 ft)
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DRY WEIGHT 345 kg (760.6 lbs) 392 kg (864.2 lbs) 372 kg (820 lbs)

CARGO BED CAPACITY 136 kg (300 lbs) 363 kg (800 lbs) 363 kg (800 lbs)

TOWING CAPACITY
Rolling Weight: 500 lbs
Towing Weight: 100 lbs

Rolling Weight: 1000 lbs
Towing Weight: 150 lbs

Rolling Weight: 500 lbs

FUEL TANK CAPACITY 22 liters (5.8 U.S. gal)

TIRE SIZE 18 x 8.5 - 8 (4-ply rated) Front: 18 x 8.5 - 8 (4-ply rated)
Rear: 18 x 8.5 - 8 (6-ply rated) 215/60-8 DOT (6-ply rated) 

SEATING CAPACITY 2 persons

AVAILABLE MODEL COLORS
Standard: Tortuga
Optional: Glacier, Tanzanite, Onyx Metallic, Moonstone Metallic, 
Sandstone Metallic

Glacier

AVAILABLE SEAT COLOR Stone Stone, Black Standard: Black  Optional: Stone

AVAILABLE SUNTOP COLOR Black Black

WARRANTY Standard 2-year limited vehicle warranty

SECURITYADVENTURER SPORT ADVENTURER SPORT 2+2 CONCIERGE 4 ADVENTURER TWO ADVENTURER SUPER HAULERADVENTURER ONE ADVENTURER TWO
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See all models and accessories at 

YAMAHAGOLFCAR.COM 
1.866.747.4027

1000 Highway 34 East
Newnan, Georgia 30265
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